
Classification
Society

Product Certificate Number Certificate Type
Manufacturing

Location

American Bureau of 
Shipping (ABS)

BS 2000M, 2000M-FP, 
7000M, PSX

01-SG248534/2-PDA Type Approval Singapore

BS 2400 Series and 
2400 Conductive

01-SG248533/4-PDA Type Approval Singapore

BS S2000-7000M/S2400 
WD/C

05-YO117616/1-PDA Type Approval Singapore

Bureau Veritas (BV)

Bulkhead Penetration 24778/AO BV Type Approval Singapore

BS 2000M 07797/CO BV Type Approval Singapore

BS 2400/2400C 15708/BO BV Type Approval Singapore

BS 2400FP/2400 FP-C 15710/BO BV Type Approval Singapore

BS 7000M Conductive 07795/CO BV Type Approval Singapore

China Classification 
Society (CCS)

BS 2000M/2000FP
BS 7000M/7000FP

W01.01-HQ000037 Type Approval Singapore/Malaysia

Det Norske Veritas (DNV)

BS S2000M/M-FP-Pipe-
Fittings QL 16NC Fittings

K-4902 Type Approval Singapore

BS 2020/2020C K-4898 Type Approval Singapore

BS 2400/2400C K-4900 Type Approval Singapore

BS7000M & M-FP
Conductive

K-4903 Type Approval Singapore

Double O-Ring Joint K-4901 Type Approval Singapore

BS 2000M & FP K-4907 Type Approval Singapore

BS 2020/2020C K-4904 Type Approval Malaysia

BS 2400/2400C K-4905 Type Approval Malaysia

BS 7000M & FP K-4908 Type Approval Malaysia

Double O-Ring Joint K-4906 Type Approval Malaysia

International Standards
Organization (ISO)

All Products 30187-2008-AQ-SGP-RvA Type Approval Singapore/Malaysia

Germanischer Lloyd
(GL)

BS 2400 & 2400C 32 986-06HH Type Approval
Singapore
Malaysia

BS 2000M & 7000M 73 788 94HH Type Approval Singapore/Malaysia

Korean Register (KRS) BS 2000M & 7000M SGP02568-GP001 Type Approval SIngapore

Lloyd’s Register (LR)

BS 2000/7000M & 2400 01/00164(E2) Type Approval Singapore/Malaysia

BS 244-FP & C LDSS -J66KO Type Approval Singapore

Bulkhead Penetration YDS/M/1-114851 Appraisal Singapore

Nippon Kaiji Kyokai
Class NK

BS 2000, 5000, 7000M,
2000M-FP, PSX L3

09HG003PP Type Approval Singapore

RINA
BS 2000M MAC094711CS/002 Type Approval Singapore

BS 7000M MAC094711CS/0001 Type Approval Singapore

Russian Maritime
Register of Shipping

Bulkhead Penetration 12.05083.270 Type Approval Malaysia

BS 2000M & 7000M 12.05002.270 Type Approval Singapore
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Product Certificate Number
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Manufacturing

Location

U.S. Coast 
Guard (USCG)

BS 2000M-FP 164.14124/0 Type Approval Burkburnett/Singapore

BS 2000M L3 164.141/9/0 Type Approval Burkburnett/Singapore

BS 2000M-Wd 164.141/25/0 Type Approval Burkburnett/Singapore

BS 7000-M 164.141/10/0 Type Approval Burkburnett/Singapore

BS 7000-M FP 164.141/21/0 Type Approval Burkburnett/Singapore

BS 7000-M WD 164.141/26/0 Type Approval Burkburnett/Singapore

BS PSX-JFC 164.141/16/0 Type Approval Burkburnett/Singapore

BS PSX-JF 164.141/11/0 Type Approval Burkburnett/Singapore

BS PSX-L3 164.141/5/1 Type Approval Burkburnett/Singapore

BS PSX-L#C 164.141/6/1 Type Approval Burkburnett/Singapore
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National Oilwell Varco has produced this brochure for general 
information only, and it is not intended for design purposes.  
Although every effort has been made to maintain the accuracy 
and reliability of its contents, National Oilwell Varco in no way 
assumes responsibility for liability for any loss, damage or injury 
resulting from the use of information and data herein nor is any 
warranty expressed or implied.  Always cross-reference the bul-
letin date with the most current version listed at the web site noted 
in this literature.


