
 

Creating and Using Instruction for Performance Calculator (Visual) 

1. Registering a MyNOV Account 

2. 2?KO?MNCHA !==?MM NI 'L;HN 0LC>?=Iɫ 3I@NQ;L? 

3. Using the Software 

 

If you have any questions, contact Grant Prideco at 
http://www.nov.com/grantprideco/CustomerFeedback.aspx 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 
 

Registering a MyNOV Account 

1. Go to portal.mynov.com and create an account by clicking on ACCOUNT 

REGISTRATION. 

 
 

2. Fill out the information needed for MYNOV Account Registration and then click 

Submit Registration . (Use your company email. Gmail/etc. will not be accepted) 
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3. Shortly, you should receive an email to verify your email address. Similar to the one 

below. Click on Verify Your Email Address. 

 

 

 

 

 

 

 

 

 

 

 

4. Go back to portal.mynov.com, and Sign In.

 
 

5.  Click MYNOV 

 
 

https://portal.mynov.com/


 
 

6. Enter in Email Address and Password that you used to set up the account in Step 2.  

You are now logged into MyNOV. 
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1. Once logged into MyNOV.  Click on the APPLICATIONS button in the upper right hand 

corner of the screen. 

 

 

2. Navigate to the Performance Calculator icon and then click on Request Access. 

 

Performance Calculator 

Drill Pipe Performance Calculator that allows customers to see pipe performance values. 



 
 

3. Your application will be reviewed. Subject to approval, you should receive an email 

indicating a successful software access request.  

 

4. To access the software, click Account Details. Click on Performance Calculator . (You 

can also click on Applications in the upper right hand corner and look for the 

Performance Calculator on the page.) 
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Performance Calculator 



 
 

Using the Software 

1. First, select the Product Type you want to configure: Drill Pipe, Heavy Weight Drill 

Pipe, and Drill Collar. 

 

 

 

 

 

 

 

2. Configure product by selecting the various attributes and when finished select the 

Next button. 

 


