
80% Power Factor, 3Φ VOLTAGES
kVA kW 208 220 240 380 440 480 600 2400 3300 4160 7200 12470 13800 25000
18.75 15 52 49.2 45.1 28.5 24.6 22.6 18 4.5 3.3 2.6 1.5
25 20 69.4 65.6 60.1 38 32.8 30.1 24.1 6 4.4 3.5 2
31.25 25 86.7 82 75.2 47.5 41 37.6 30.1 7.5 5.5 4.3 2.5 1.4
37.5 30 104.1 98.4 90.2 57 49.2 45.1 36.1 9 6.6 5.2 3 1.7 1.6
50 40 138.8 131.2 120.3 76 65.6 60.1 48.1 12 8.7 6.9 4 2.3 2.1
62.5 50 173.5 164 150.4 95 82 75.2 60.1 15 10.9 8.7 5 2.9 2.6 1.4
75 60 208.2 196.8 180.4 114 98.4 90.2 72.2 18 13.1 10.4 6 3.5 3.1 1.7
93.75 75 260.2 246 225.5 142.4 123 112.8 90.2 22.6 16.4 13 7.5 4.3 3.9 2.2
100 80 277.6 262.4 240.6 151.9 131.2 120.3 96.2 24.1 17.5 13.9 8 4.6 4.2 2.3
125 100 347 328 300.7 189.9 164 150.4 120.3 30.1 21.9 17.3 10 5.8 5.2 2.9
156.25 125 433.7 410 375.9 237.4 205 187.9 150.4 37.6 27.3 21.7 12.5 7.2 6.5 3.6
187.5 150 520.4 492.1 451.1 284.9 246 225.5 180.4 45.1 32.8 26 15 8.7 7.8 4.3
218.75 175 607.2 574.1 526.2 332.4 287 263.1 210.5 52.6 38.3 30.4 17.5 10.1 9.2 5.1
250 200 693.9 656.1 601.4 379.8 328 300.7 240.6 60.1 43.7 34.7 20 11.6 10.5 5.8
312.5 250 867.4 820.1 751.8 474.8 410 375.9 300.7 75.2 54.7 43.4 25.1 14.5 13.1 7.2
375 300 1041 984 902 570 492 451.1 360.8 90.2 65.6 52 30.1 17.4 15.7 8.7
437.5 350 1214 1148 1052 665 574 526.2 421 105.2 76.5 60.7 35.1 20.3 18.3 10.1
500 400 1388 1312 1203 760 656 601.4 481.1 120.3 87.5 69.4 40.1 23.1 20.9 11.5
625 500 1735 1640 1504 950 820 751.8 601.4 150.4 109.3 86.7 50.1 28.9 26.1 14.4
750 600 2082 1968 1804 1140 984 902.1 721.7 180.4 131.2 104.1 60.1 34.7 31.4 17.3
875 700 2429 2296 2105 1329 1148 1052.5 842 210.5 153.1 121.4 70.2 40.5 36.6 20.2
1000 800 2776 2624 2406 1519 1312 1202.8 962.3 240.6 175 138.8 80.2 46.3 41.8 23.1
1125 900 3123 2952 2706 1709 1476 1353.2 1082.5 270.6 196.8 156.1 90.2 52.1 47.1 26
1250 1000 3470 3280 3007 1899 1640 1503.5 1202.8 300.7 218.7 173.5 100.2 57.9 52.3 28.9
1562.5 1250 4337 4100 3759 2374 2050 1879.4 1503.5 375.9 273.4 216.9 125.3 72.3 65.4 36.1
1875 1500 5200 4920 4510 2850 2460 2260 1804.2 451.1 328 260.2 150.4 86.8 78.4 43.3
2187.5 1750 6070 5740 5260 3320 2870 2630 2104.9 526.2 382.7 303.6 175.4 101.3 91.5 50.5
2500 2000 6940 6560 6010 3800 3280 3010 2405.6 601.4 437.4 347 200.5 115.7 104.6 57.7
3750 3000 10410 9840 9020 5700 4920 4510 3608.4 902.1 656.1 520.4 300.7 173.6 156.9 86.6
5000 4000 13880 13120 12030 7600 6560 6010 4811.3 1202.8 875 694 401 231 209 115.5
6250 5000 17350 16400 15040 9500 8200 7520 6014.1 1503.5 1093 867 501 289 261 144.3
7500 6000 20820 19680 18040 11400 9840 9020 7216.9 1804.2 1312 1041 601 347 314 173.2
8750 7000 24290 22960 21050 13290 11480 10520 8419.7 2104.9 1531 1214 702 405 366 202.1
10000 8000 27760 26240 24060 15190 13120 12030 9622.5 2405.6 1750 1388 802 463 418 230.9
11250 9000 31230 29520 27060 17090 14760 13530 10825.3 2706.3 1968 1561 902 521 471 259.8
12500 10000 34700 32800 30070 18990 16400 15040 12030 3007 2187 1735 1002 579 523 288.7
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